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USB to RS232 Converter E2}0|H MX| , M2 QlAlg]

ZHH| 9| interface(l/0)7} Rs-232 2 M £|0] Q=X]

Rs-232 A7 ditH

Keysight Connection Expert

Instruments PXI/AXIe Chassis

Manual Configuration Settings

7 -0 x

o I Rescan I Filter Instruments:

Instrument Details

Manufacturer:
Model:

Serial Number:
Firmware Version:

Connection Strings

VISA Addresses

VISA Aliases

<No VISA aliases configured>

Installed Drivers

<Ne installed drivers>

Delete User-Added Connections

Send Commands To This Instrument
Start 10 Monitor
Start Command Expert

Add or Change Aliases

T Messages:1 | Ce=r

2= 4:27:12 Rescan complete

Remote 10 Server OFf  32-Bit Keysight VISA is Secondary  17.2.20818.0

'_\
okl
o
o
oV
3
m
H—

|m
Hr
mjo
e

[
e

TEL =

St

1600-9545
www.jays.co.kr



1.0 Libraries suit Rs-232 A%ttt

Keysight Connection Expert ?7 - M x Keysight Connection Expert ? M x
Instruments PXI/AXIe Chassis I Manual Configuration | Settings Instruments PXI/AXIe Chassis Manual Configuration Settings
Add New Instruments/Interfaces I Edit Existing Instruments/Interfaces Add New Instruments/Interfaces Edit Existing Instruments/Interfaces
= Add an RS-232 serial instrument W EERTIET Add an RS-232 serial instrument
| serial instrument on ASRL4.
GPIB instrument Specify Connection Addresses: GPIB instrument Specify Connection Addresses:
LAN interface LAN interface
Remate serial instrument VISA Interface ID: ASRL4 - Remote serial instrument VISA Interface ID: ASRLA -
Remote GPIB interface Remote GPIB interface
SICL Interface ID: com4 - SICL Interface ID: coma -
Remote USB interface Remote USB interface
Logical Unit: 1 - Logical Unit: 1 -
Configure Serial Properties: Configure Serial Properties:
Baud Rate: 9500 - Stop Bits: | 1 - Baud Rate: 9600 - Stop Bits: | 1 <
Data Size: 8 = Parity: NONE he Data Size: 8 2 Parity: NONE =4
Flow Control: | NONE - SRQ Line: | RI - Flow Control: | NONE - SRQ Line:  RI -
[ ] Auto-1dentify This Instrument I | Auto-Identify This Instrument I *-“ =1
Verify Connection: Verify Connection: =3
="
Test This VISA Address ASRL4::INSTR ASRL4::INSTR
Accept Cancel Accept Cancel
*  Messages: 1 | Cesr Remote IO Server OFf  32-Bit Keysight VISA is Secondary  17.2.20818.0 ~  Messages: 1 | Cear Remote IO Server Off  32-Bit Keysight VISA is Sacondary  17.2.20818.0
9% 4:27:12 Rescan complete 235 4:27:12 Rescan complete

- YRE =MH2 SE510 FLC

Manual Configuration -> Add New Instruments/Interfaces -> Serial

Instrument on ASRL(4) --()QH0| Q= =Xt= HEE EZEOICt CFEL|C}

3. Auto-Identity This Instrument H3ZE dl=

Address £ S &IstL|C}

20| Test This VISA
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Keysight Connection Expert ? - 0O x Keysight Connection Expert ? -0 x

Instruments PXI/AXIe Chassis Manual Configuration Settings Instruments PXI/AXIe Chassis Manual Configuration Settings

Add New Instruments/Interfaces Edit Existing Instruments/Interfaces Add New Instruments/Interfaces Edit Existing Instruments/Interfaces

LAN instrument Add an RS-232 serial instrument

Fonimstrnent: Add an RS-232 serial instrument |
Serial instrument on ASRLA

| seriatinstrument on ASRL4

GPIB instrument VISA Interface 1D: ASRL4 < GPIB instrument
VISA Interface ID: ASRL4 -
LAN interface SICL Interfaca 1Dt coma . LAN interface
Remote serial instrument Remote serial instrument
SICL Interface ID: coma -
Remote GPIB interface Logical Unit: 1 = Remote GPIB interface
Remote USB interface Remote USB interface Logical Unit: 1 -
Configure Serial Properties:
Configure Serial Properties:
Baud Rate: 9600 - Stop Bits: | 1 -
Baud Rate: 9600 - Stop Bits: | 1 -
Data Size: 8 = Parity: NONE =4
Data Size: ] - Parity: NONE -
Flow Control: | NONE - SRQ Line: | RI -
Flow Control: NONE b4 SRQ Line: RI b4

+ | Auto-Identify This Instrument
+| Aute-Identify This Instrument

Verify Connection:

[ ]| scucnem < 3o

Verified == Test This VISA Address ASRLA::INSTR

hewlett-packard,34401a,"asrl4::instr

Verify Connection:

Failed: IDN read failed with status VI_ERROR_TMO

Ciear Remote 10 Server Off  32-Bit Keysight VISA is Secondary  17.2.20818.0

- Messages:1 | gex Remote 10 Servar OFf  32-Bit Keysight VISA is Secondary  17.2.20818.0 *  Messages: 0

2% 4:27:12 Rescan complete

4. JAaHozZ AZA EIQUCHH @ O 20| ASRLINSTR Vertified 5. 34O AZO| o Z|QUCHH, @ -t Z0| Faild 7t &L|CH

=

MZE... O|ZAH =tHO| 20iFLC.

(1) USB_Rs-232 Converter S2}0|B{7} M| g0 Q=xX|?

(2) &H|Q9| 1/0 interface 7} Rs-232 2 E|0] /JU=X]|?
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Keysight Connection Expert

Instruments PXI/AXIe Chassis Manual Configuration Settings

* Rs-232 Df&5Q AbR| b

=

Clear

OI Rescan I Filter Instruments:

34401A, HEWLETT-PACKARD
34401A Digital Multimeter, 6% Digit
ASRL4::INSTR

Digita

Manufacturer: HEWLETT-PACKARD
Model: 34401A
Serial Number: <unknown>

5-1-1

Firmware Version:

Connection Strings

VISA Addresses

@ AsrLa:INSTR

VISA Aliases
<No VISA afiases configured=
~ SICL Addresses
Installed Drivers

<No installed drivers>

Details for HEWLETT-PACKARD 34401A Digital Multimeter

View Instrument Information Online

Delete User-Added Connections

Send Commands To This Instrument
Start 10 Monitor
Start Command Expert

Add or Change Aliases

Update Drivers

*  Messages:d4 | esr Remote 10 Sarver Off

2% 4:30:54 New connection ASRL4::INSTR to hewlett-packard,34401a,*asrl4::instr
2= 4:30:52 Interface ASRL4 updated

©= 4:30:52 You are updating the information for ASRL4::INSTR. You will see a confirmation when it is processed.
9= 4:27:12 Rescan complete

32-Bit Keysight VISA is Secondary

17.2.20818.0

6. Rescan € F2H Q| O2l0} 20| HA™ozZ

= 2

ul

IL|C}.

it

Keysight Connection Expert

Instruments PXI/AXIe Chassis Manual Configuration Settings

0 Rescan

34401A, HEWLETT-PACKARD
34401A Digital Multimeter, 6z Digit
ASRLA:INSTR.

Filter Instruments: Clear

Digita

Manufacturer: HEWLETT-PACKARD
Model: 34401A
Serial Number: <unknown>

5-1-1

Firmware Version:

Connection Strings

VISA Addresses
@ ASRLA:INSTR

VISA Aliases

<No VISA aliases conf

- SICL Addresses

Installed Drivers

<No installed drivers>

Details for HEWLETT-PACKARD 34401A D

View Instrument Information Online

I Delete User-Added Connections I

Send Commands To This Instrument
Start IO Monitor
Start Command Expert

Add or Change Aliases

Update Drivers

~  Messages: 4 | cesr

Remote 10 Servar OFf  32-Bit Keysight VISA is Sacondary  17.2.20818.0
9= 4:30:54 New connection ASRL4::INSTR to hewlett-packard,34401a,*asrl4::instr
2% 4:30:52 Interface ASRL4 updated
9= 4:30:52 You are updating the information for ASRL4::INSTR. You will see a confirmation when it is processed.
235 4:27:12 Rescan complete
. = N
1. Delete User-Added Connections & Z2l5}0] AbA|.
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